1.

MILL OUT 24” WIDE x 3" DEEP AREA OVER THE
EXISTING PAVEMENT CRACK ~ FILL WITH NEW 3"
BITUMINOUS BASE COURSE MATERIAL

COST OF MATERIAL TO BE INCLUDED IN BID PRICE
FOR BASE COURSE CRACK REPARR

EXISTING BITUMINOUS
SURFACED PAVEMENT
OVER AGGREGATE
BASE

TAMP_BITUMINOUS SAND MIX MATERIAL INTO THE
PAVEMENT CRACK PRIOR TO PLACING NEW 3"
BITUMINOUS BASE COURSE MATERIAL.

COST OF MATERIAL TO BE INCLUDED IN BID PRICE
FOR BASE COURSE CRACK REPAIR

APPLY BITUMINOUS TACK COAT TO ALL FACES
OF MILLED OUT AREA PRIOR TO PLACING THE
NEW BITUMINOUS BASE COURSE MATERIAL

BASE _COURSE CRACK REPAIR DETAIL
NOT TO SCALE

1_1/2" DEPTH TO
CONSTRUCT BUTT JOINT
IN SURFACE

VARIABLE DISTANCE

SEE PLAN LAYOUT

SO,

VARIABLE_DISTANCE
REQUIRED TO REACH 3"
SURFACE COURSE

3 . THICKNESS

= .

PROPOSED_BITUMINOUS

= SURFACE COURSE

NZ
=
-]

=

PROPOSED BITUMINOUS TACK COAT
APPLIED TO EXISTING SURFACE

BITUMINOUS PAVEMENT MILLING (VARIABLE DEPTH — 0" TQ 1 1/2
TO BE PAID FOR PER SQUARE YARD UNDER BUTT JOINT CONSTRUCTION

APPLY BITUMINOUS TACK COAT TO
VERTICAL FACE OF SAW CUT

EXISTING PAVEMENT

M
NOT TO SCALE
GENERAL _NOTES

OPEN PAVING JOINTS AND/OR CRACKS IN THE EXISTING SURFACE OF THE PAVEMENT SHALL BE DESIGNATED BY THE
PROJECT ENGINEER IN THE FIELD TO BE REPAIRED PRIOR TO PLACING THE BITUMINOUS SURFACE COURSE. THIS WORK
SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIAL PROVISIONS FOR BITUMINOUS CRACK REPAIR.

. THE QUANTITIES FOR CRACK REPAIR HAVE BEEN ESTIMATED BY MEASURING CRACK REPAIR IN SELECTED REPRESENTATIVE

LOCATIONS ON THE PAVEMENT, THESE QUANTITIES MAY BE INCREASED OR REDUCED AT THE TIME OF CONSTRUCTION BASED
UPON THE CRACK WORK THAT IS MARKED OUT BY THE RESIDENT ENGINEER AFTER FIELD INSPECTION OF THE PAVEMENT
CRACKS.

. THE BITUMINOUS SURFACE COURSE SHALL BE ABUTTED TO THE EXISTING PAVEMENT AT INTERSECTING PAVEMENTS AS SHOWN

ON THE BITUMINOUS BUTT JOINT DETAIL. THE EXISTING PAVEMENT CONFINED WITHIN THE BITUMINOUS PAVEMENT MILLING
AREA WILL BE REMOVED IN ACCORDANCE WITH THE DETAIL FROM O TO 1.5* DEPTH AT THE BUTT JOINT LOCATION. FILLING
OF THE MILLED AREA WILL BE MADE USING BITUMINOUS SURFACE COURSE MIX AND WILL BE PAID FOR PER TON FOR
BITUMINOUS SURFACE COURSE.

€ PAVEMENT

20" ~ TAXIWAY A 20" — TAXIWAY A

CS003

10

12.5" — TAXIWAY B 12,5' ~ TAXIWAY B

PROPOSED PROFIL
GRADE LINE

1 1/2° EDGE DROP

PROPOSED VARIABLE DEPTH LEVELING (USE ITEM 401

EXISTING PAVEMENT

MEET EXISTING GROUND
(GRADING LIMITS)

PROPOSED EARTH
FILLET (ITEM 152)

TO BE PLACED WHERE REQUIRED WITH THE FIRST LIFT TAXIWAY A :
OF SURFACE COURSE

TAXIWAY B

PROPOSED BITUMINOUS SURFACE COURSE (ITEM 401)
3" NOMINAL THICKNESS~TOP LIFT TO BE 1 1/2°

7" BITUMINOUS SURFACE OVER 8 AGGREGATE BASE
4 BlTUMINéUS SURFACE OVER 8 AGGREGATE BASE

PROPOSED BITUMINOUS TACK COAT (ITEM 603)

PROPOSED BITUMINOUS TACK COAT
APPLIED BETWEEN LIFTS OF PROPOSED BITUMINOUS
SURFACE COURSE (0.03 GAL./SQ.YD. DILUTED)

Y A
NOT TO SCALE

SAWCUT EXISTING CONCRETE " HANGAR ACCESS PAVEMENT &

PAVEMENT FULL DEPTH AT LIMITS
OF CONCRETE REMOVAL (REMOVE
PCC PAVEMENT)

5.6’ 52.4'

(0.10 GAL./SQ. YD. DILUTED ~ SEE SPECIAL PROVISIONS)

EXISTING CONCRETE PAVEMENT,
TO REMAIN IN PLACE

PROPOSED BITUMINOUS SURFACE COURSE (ITEM 401)
4" THICKNESS — TOP LIFT TO BE 27

PROPOSED SEPARATION FABRIC PLACED BETWEEN SUBGRADE

1 1/2° EDGE DROP

MEET EXISTING GROUND
(GRADING LIMITS)

PROPQOSED EARTH SHOULDER
AND SIDE SLOPE (ITEM 152)

AND AGGREGATE BASE COURSE (ITEM AR156513)

PROPOSED BITUMINOUS PRIME COAT,
0.35 GAL./SQ. YD. (ITEM 602)

PROPOSED CRUSHED AGGREGATE BASE

PROPOSED BITUMINOUS TACK COAT (ITEM 603
APPLIED BETWEEN LIFTS OF PROPOSED BITUMINOUS

SEEDING NOTES SURFACE COURSE (0.03 GAL./SQ.YD. DILUTED)
ALL AREAS DISTURBED BY THIS CONSTRUCTION PROJECT WITHIN THE
GRADING LIMITS SHOWN IN THESE CONSTRUCTION PLANS SHALL BE HAl R CESS_PAVEMENT TYPICAL SECTIO

LIMED, FERTILIZED, SEEDED AND MULCHED, THESE AREAS SHALL
CONSTITUTE THE SEEDING AND MULCHING AREAS DESIGNATED FOR
PAYMENT,

NOT TO SCALE

ALL OTHER AREAS DISTURBED BY THE CONTRACTOR INCLUDING THE
CONTRACTOR’S PARKING AREA, HAUL ROUTES, ETC. SHALL BE

COURSE (ITEM 209) — 10” THICKNESS

CASEY MUNICIPAL AIRPORT
CASEY, ILLINOIS

REGRADED AND RESEEDED AND/OR RESTORED TO THEIR ORIGINAL
CONDITION BY THE CONTRACTOR AT HIS OWN EXPENSE UPON
COMPLETION OF THE IMPROVEMENTS.

A QUANTITY OF 0.7 AC. CONSTITUTES THE AREA FOR PAYMENT.

TYPICAL SECTIONS AND
SPECIAL DETAILS

HUTCHISON ENGINEERING, INC.
JACKSONVILLE, ILLINOIS
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